
SELF-PRIMING JET PUMPS
C          US



DAB PUMPS reserves the right to make modifications without notice.

JET 50-75-100 
SELF-PRIMING JET PUMPS

TECHNICAL DATA 
Operating range:  
capacity up to 23 gpm; head up to 213 ft (92 psi) 
Liquid quality requirements: clean, free from solid or abrasive contaminants, 
non-viscous, non-aggressive, uncrystallised and chemically neutral.
Liquid temperature range: from 32°F to +95°F for domestic use 
for other use: from 32°F to +104°F 
Maximum suction depth: 29 ft
Maximum ambient temperature: +122°F
Maximum pressure: 115 psi
Motor range: 1/2Hp , 3/4 Hp, 1Hp
Standard input voltage: single phase 115/230 V - 60 Hz Dual Voltage
                                      three phase  230/400 V - 60 Hz
Insulation class: F
Installation: Horizontal fixed position
Approvals: CSA certification to 
  CSA Standard C22.2 No 108- 14  Liquid Pumps.
   UL Standard 778- 5th Edition- Motor operated water pumps
 
Versions on request: Available with-out Pressure switch

MATERIALS

N° PARTS * MATERIALS

1 PUMP BODY 200 UNI ISO 185 CAST IRON

3 FRAME DIE CAST ALUMINIUM

4 IMPELLER TECHNOPOLYMER A

7 SHAFT WITH ROTOR
AISI 416 STAINLESS STEEL 
X12 CrS13 - UNI 6900/71

16 MECHANICAL SEAL CARBON/CERAMIC

28 OR GASKET NBR RUBBER

160 VENTURI DIFFUSER NOZZEL GROUP TECHNOPOLYMER A

* In contact with liquid

1 4 28 7

316160

APPLICATIONS
Self priming centrifugal pump with optimal liquid aspiration even in the presence of air bubbles. 
Suitable for pumping water with low levels of sandy impurities. 
Especially used in domestic water supply installations. Suitable for small farms and gardening, small scale industrial services and where self priming is necessary. 

CONSTRUCTIONAL FEATURES OF THE PUMP
Cast-iron motor frame and pump body.
Motor frame in die cast aluminium. 
Impeller, diffuser, venturi tube and sand filter in technopolymer
Stainless steel shim washers.
Carbon/ceramic mechanical seals.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. 
Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life.
Incorporated thermo-amperometric protection and permanently inserted condenser in the single phase version. 
It is recommended to use overload protection for three phase motor protection, in compliance with current legislation. 
Manufactured pursuant to CEI 2-3 and CEI 61-69 (EN 60335-2-41).



DAB PUMPS reserves the right to make modifications without notice.

JET 50-75-100 
SELF-PRIMING JET PUMPS

SELF PRIMING CAPABILITY
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PERFORMANCE RANGE
The performance curves are based on kinematic viscosity values = 1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.

GRAPHIC SELECTION TABLE
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JET 50- SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F  - Maximum ambient temperature: 122°F
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The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.

JET 75 - SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F  - Maximum ambient temperature: 122°F
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The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.

MODEL A B C E F G H H1 I Ø DNA
NPT

DNM
NPT

PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET 50 - PS 15.67 10.35 4.25 7.56 0.55 4.37 8.11 5.67 0.35 1” 1” 18.7 14.0 10.6 1.61 26.24

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM

In Amps
110v 230v

JET 50 - PS 1x110-230 V ~ 0.6 ½ 1.6 3400 8.21 4.22

MODEL A B C E F G H H1 I Ø DNA
NPT

DNM
NPT

PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET 75 - PS 15.67 10.35 4.25 7.56 0.55 4.37 8.11 5.67 0.35 1” 1” 18.7 14.0 10.6 1.61 26.24

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM

In Amps
110v 230v

JET 75 - PS 1x110-230 V ~ 0.75 ¾ 1.4 3400 8.55 4.33
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The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.

JET 75-1 - SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F  - Maximum ambient temperature: 122°F

0

10

20

30

40

50

60

70

80

90

0

20

40

60

80

100

120

140

160

180

200

220

0 2 4 6 8 10 12 14 16 18 20 22 24 26
Flow (gpm)

 psi

H
ea

d 
(ft

)

JET 100-1 SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F  - Maximum ambient temperature: 122°F
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The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.

0

10

20

30

40

50

60

70

80

90

0

20

40

60

80

100

120

140

160

180

200

220

0 2 4 6 8 10 12 14 16 18 20 22 24 26

H
ea

d 
(ft

)

Flow (gpm)

 psi

DNM

C

D
N

A

FE

A

G
IØ

H
1

H

B

MODEL A B C E F G H H1 I Ø DNA
NPT

DNM
NPT

PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET 75-1 - PS 15.67 10.35 4.25 7.56 0.55 4.37 8.11 5.67 0.35 1” 1” 18.7 14.0 10.6 1.61 26.24

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM

In Amps
110v 230v

JET 75-1 - PS 1x110-230 V ~ 0.75 ¾ 1.4 3400 10.3 5.25

MODEL A B C E F G H H1 I Ø DNA
NPT

DNM
NPT

PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET 100-1 - PS 16.46 10.35 4.25 7.56 0.55 4.37 8.50 5.67 0.35 1” 1” 18.7 14.0 10.6 1.61 30.20

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM

In Amps
110v 230v

JET 100-1 - PS 1x110-230 V ~ 1 1 1.35 3400 13.9 7.2
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JET 100 - SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F - Maximum ambient temperature: 122°F

The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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MODEL A B C E F G H H1 I Ø DNA
NPT

DNM
NPT

PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET 100 - PS 16.46 10.35 4.25 7.56 0.55 4.37 8.50 5.67 0.35 1” 1” 18.7 14.0 10.6 1.61 30.20

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM

In Amps
110v 230v

JET 100 - PS 1x110-230 V ~ 1 1 1.35 3400 13.9 7.52
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JET 150-200-300
SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS

APPLICATIONS
Self priming centrifugal pump with optimal liquid aspiration even in the presence of air bubbles. 
Suitable for pumping water with low levels of sandy impurities. 
Especially used in domestic water supply installations. 
Suitable for small farms and gardening, small scale industrial services and where self priming is necessary. 

CONSTRUCTIONAL FEATURES OF THE PUMP
Cast-iron motor frame and pump body.
Impeller, diffuser, venturi tube and sand filter in technopolymer
Twin impeller on the JET 150 and 200 versions.
Stainless steel shim washers.
Carbon/ceramic mechanical seals.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. 
Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life.
Incorporated thermo-amperometric protection and permanently inserted condenser in the single phase version. 
It is recommended to use overload protection for three phase motor protection, in compliance with current legislation. 
Manufactured pursuant to CEI 2-3 and CEI 61-69 (EN 60335-2-41).

TECHNICAL DATA 
Operating range:  
capacity up to 47 gpm; head up to 218 ft (94 psi) 
Liquid quality requirements: clean, free from solid or abrasive contaminants, 
non-viscous, non-aggressive, uncrystallised and chemically neutral.
Liquid temperature range: from 32°F to +95°F for domestic use 
for other use: from 32°F to +104°F 
Maximum suction depth: 29 ft
Maximum ambient temperature: +122°F
Maximum pressure: 115 psi
Motor range: 1/2Hp , 3/4 Hp, 1Hp
Standard input voltage: single phase 230 V - 60 Hz 
                                      three phase  230/400 V - 60 Hz
Insulation class: F
Installation: Horizontal fixed position
Approvals: CSA certification to 
  CSA Standard C22.2 No 108- 14  Liquid Pumps.
   UL Standard 778- 5th Edition- Motor operated water pumps
 
Versions on request: Available with-out Pressure switch

JET 300

JET 151-200
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JET 150-200-300
SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS

MATERIALS

* In contact with liquid

N° PARTS* MATERIALS

1 PUMP BODY GJL 200 UNI EN 1561 CAST IRON

3 FRAME GJL 200 UNI EN 1561 CAST IRON

4 IMPELLER PPO-GF 20 (NorylTM)

7 SHAFT WITH ROTOR
AISI 303 STAINLESS STEEL
X8CrNiS18-9 UNI EN 10088 (UNI 6900: 71)

8-9
VENTURI DIFFUSER 
NOZZLE GROUP

PPO-GF 20 (NorylTM)

16 MECHANICAL SEAL CARBON/CERAMIC

28 OR GASKET NBR RUBBER

N° PARTS* MATERIALS

1 PUMP BODY GJL 200 UNI EN 1561 CAST IRON

3 FRAME GJL 200 UNI EN 1561 CAST IRON

4 IMPELLER PPO-GF 20 (NorylTM)

7 SHAFT WITH ROTOR
AISI 303 STAINLESS STEEL
X8CrNiS18-9 UNI EN 10088 (UNI 6900: 71)

8-9
VENTURI DIFFUSER 
NOZZLE GROUP

PPO-GF 20 (NorylTM)

16 MECHANICAL SEAL CARBON/CERAMIC

28 OR GASKET NBR RUBBER

MATERIALS

* In contact with liquid

9 8 4

71 28 16 3

9

4 4 16 7

8 1 28 3

JET 150 & 200

JET 300
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JET 150-200-300
SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS

PERFORMANCE RANGE
The performance curves are based on kinematic viscosity values = 1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.

GRAPHIC SELECTION TABLE
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JET 150 - SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F  - Maximum ambient temperature: 104°F

JET 200 - SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F  - Maximum ambient temperature: 104°F

The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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MODEL A B C E F G H H1 I Ø DNA
NPT

DNM
NPT

PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET 200 - PS 24.88 9.77 8.70 13.78 0.79 5.71 10.04 6.22 0.43 11/4” 1” 25.9 9.8 11.0 1.59 77.09

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM amps

JET 200 - PS 1x230 V ~ 1.85 2 1.2 3400 10.5

MODEL A B C E F G H H1 I Ø DNA
NPT

DNM
NPT

PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET 150 - PS 21.97 9.77 8.70 13.78 0.79 5.71 10.04 6.22 0.43 11/4” 1” 25.9 9.8 11.0 1.59 69.45

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM amps

JET 150 - PS 1x230 V ~ 1.1 11/2 1.3 3400 7.7
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JET 300 - SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F - Maximum ambient temperature: 104°F

The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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MODEL A B C E F G H H1 I Ø DNA
NPT

DNM
NPT

PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET 300 - PS 23.43 9.93 5.95 11.1 0.79 6.3 9.25 6.89 0.43 11/2” 11/4” 25.9 9.4 9.8 1.59 69.45

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM amps

JET 300 - PS 1x230 V ~ 2.2 3 1.15 3400 12.1
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MATERIALS
N° PARTS * MATERIALS

1 PUMP BODY
AISI 304 STAINLESS STEEL
X5 CRNi 1810 - UNI 6900/71

4 IMPELLER TECHNOPOLYMER A

7 SHAFT WITH ROTOR
AISI 416 STAINLESS STEEL X12 CrS13 - 
UNI 6900/71

16 MECHANICAL SEAL CARBON/CERAMIC

28 OR GASKET NBR RUBBER

36 SEAL HOLDER COVER
AISI 304 STAINLESS STEEL
X5 CRNi 1810 - UNI 6900/71

160 VENTURI DIFFUSER NOZZEL GROUP TECHNOPOLYMER A

* In contact with liquid

1 4 28 7

316160

JET SS 50-75-100
SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS

APPLICATIONS
Self priming centrifugal pump with optimal liquid aspiration even in the presence of air bubbles. 
Suitable for pumping water with low levels of sandy impurities. 
Especially used in domestic water supply installations. 
Suitable for small farms and gardening, small scale industrial services and where self priming is necessary. 

CONSTRUCTIONAL FEATURES OF THE PUMP
Pump body, seal holder cover and shim washers in stainless steel.
Motor frame in die cast aluminium. 
Impeller, diffuser, venturi tube in technopolymer.
Carbon/ceramic mechanical seals.

CONSTRUCTIONAL FEATURES OF THE MOTOR
Asynchronous type, closed, with external air cooling. 
Rotor mounted on oversized greased-for-life ball bearings, to guarantee low noise and long life.
Incorporated thermo-amperometric protection and permanently inserted condenser in the single phase version. 
It is recommended to use overload protection for three phase motor protection, in compliance with current legislation. 
Manufacture pursuant to CEI 2-3 and CEI 61-69 (EN 60335-2-41) standard.

TECHNICAL DATA 
Operating range:  
capacity up to 23 gpm; head up to 213 ft (92 psi) 
Liquid quality requirements: clean, free from solid or abrasive contaminants, 
non-viscous, non-aggressive, uncrystallised and chemically neutral.
Liquid temperature range: from 32°F to +95°F for domestic use 
for other use: from 32°F to +104°F 
Maximum suction depth: 29 ft
Maximum ambient temperature: +122°F
Maximum pressure: 115 psi
Motor range: 1/2Hp , 3/4 Hp, 1Hp
Standard input voltage: single phase 115/230 V - 60 Hz Dual Voltage
                                      three phase  230/400 V - 60 Hz
Insulation class: F
Installation: Horizontal fixed position
Approvals: CSA certification to 
  CSA Standard C22.2 No 108- 14  Liquid Pumps.
   UL Standard 778- 5th Edition- Motor operated water pumps
 
Versions on request: Available with-out Pressure switch
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JET SS 50-75-100
SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS
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SELF PRIMING CAPACITY

PERFORMANCE RANGE
The performance curves are based on kinematic viscosity values = 1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.

GRAPHIC SELECTION TABLE
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JET SS 50 - SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F  - Maximum ambient temperature: 122°F

JET SS 75  - SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F  - Maximum ambient temperature: 122°F

The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.

0

10

20

30

40

50

60

70

80

90

0

20

40

60

80

100

120

140

160

180

200

220

0 2 4 6 8 10 12 14 16 18 20 22 24 26

H
ea

d 
(ft

)

Flow (gpm)

psi

The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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MODEL A B C E F G H H2 I Ø DNA
NPT

DNM
NPT

PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET SS 50 M DV 15.98 10.35 4.80 8.15 0.55 4.37 8.50 5.67 0.35 1” 1” 18.7 14.0 10.6 1.61 17.64

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM

In Amps
110v 230v

JET SS 50 M DV 1x110-230 V ~ 0.6 ½ 1.6 3400 8.21 4.22

MODEL A B C E F G H H2 I Ø DNA
NPT

DNM
NPT

PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET SS 75 - PS 15.98 10.35 4.80 8.15 0.55 4.37 8.50 5.67 0.35 1” 1” 18.7 14.0 10.6 1.61 19.18

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM

In Amps
110v 230v

JET SS 75 - PS 1x110-230 V ~ 0.75 ¾ 1.4 3400 8.55 4.33
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JET SS 75-1 - SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F - Maximum ambient temperature: 122°F

JET SS 100-1 - SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F  - Maximum ambient temperature: 122°F

The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET SS 75-1 - PS 16.69 10.35 4.80 8.15 0.55 4.37 8.50 5.67 0.35 1” 1” 18.7 14.0 10.6 1.61 21.65

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM

In Amps
110v 230v

JET SS 75-1 - PS 1x110-230 V ~ 0.75 ¾ 1.4 3400 10.3 5.25

MODEL A B C E F G H H1 I Ø DNA
NPT

DNM
NPT

PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET SS 100-1 - PS 16.69 10.35 4.80 8.15 0.55 4.37 8.50 5.67 0.35 1” 1” 18.7 14.0 10.6 1.61 21.39

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM

In Amps
110v 230v

JET SS 100-1 - PS 1x110-230 V ~ 1 1 1.35 3400 13.9 7.2
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DAB PUMPS reserves the right to make modifications without notice.

JET SS 100 - SELF-PRIMING CENTRIFUGAL ELECTRIC PUMPS FOR DOMESTIC WATER SUPPLY
Liquid temperature range pumped: from 32°F to +104°F  - Maximum ambient temperature: 122°F

The performance curves are based on the kinematic viscosity values = 
1 mm2/s and density equivalent to 1000 kg/m3. Curve tolerance according to ISO 9906.
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MODEL A B C E F G H H1 I Ø DNA
NPT

DNM
NPT

PACK DIMENSIONS VOLUME
(Cu Ft)

GROSS
WEIGHT

LbsL/A L/B H

JET SS 100 - PS 16.69 10.35 4.80 8.15 0.55 4.37 8.50 5.67 0.35 1” 1” 18.7 14.0 10.6 1.61 23.81

MODEL
ELECTRICAL DATA

POWER SUPPLY
60 Hz kW HP SERVICE FACTOR RPM

In Amps
110v 230v

JET SS 100 - PS 1x110-230 V ~ 1 1 1.35 3400 13.9 7.52
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DAB PUMPS reserves the right to make modifications without notice.



Via Marco Polo, 14 - 35035 Mestrino (PD) Italy - Tel. +39.049.5125000 - Fax +39.049.5125950

www.dabpumps.com 
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DAB PUMPS LTD.
UNIT 6 
GILBERD COURT INDUSTRIAL PARK
COLCHESTER
C04 9WN- UK
salesuk@dwtgroup.com
Tel. +44 1279 652 776
Fax +44 1279 657 727

DAB PUMPS B.V.
Albert Einsteinweg, 4
5151 DL Drunen - Nederland
info.netherlands@dwtgroup.com
Tel. +31 416 387280
Fax +31 416 387299

DWT SOUTH AFRICA
Podium at Menlyn,
3rd Floor, Unit 3001b, 43 Ingersol Road,
C/O Lois and Atterbury street,
Menlyn, Pretoria, 0181 - South-Africa
info.sa@dwtgroup.com
Tel. +27 12 361 3997
Fax +27 12 361 3137

DAB PUMPEN DEUTSCHLAND GmbH
Tackweg 11
47918 Tönisvorst - Germany
info.germany@dwtgroup.com
Tel. +49 2151 82136-0 
Fax +49 2151 82136-36

DAB PUMPS POLAND Sp.  z o.o.
Mokotow Marynarska
ul. Postępu 15C
02-676 Warszawa - Poland
Tel. +48 223 81 6085

DAB PUMPS B.V.
‚T HOFVELD 6 C1
1702 GROOT-BIJGAARDEN - Belgium
info.belgium@dwtgroup.com
Tel. +32 2 4668353
Fax +32 2 4669218

DAB PUMPS IBERICA S.L.
Avenida de Castilla nr.1 Local 14 
28830 - San Fernando De Henares - Madrid 
Spain 
info.spain@dwtgroup.com 
Tel. +34 91 6569545 
Fax: +34 91 6569676

DAB UKRAINE Representative Office
Regus Horizon Park
4 M. Hrinchenka St, suit 147
03680 Kiev - Ukraine
Tel. +38 044 391 59 43

DAB PUMPS INC.
3226 Benchmark Drive
Ladson, SC 29456 - USA
info.usa@dwtgroup.com
http://www.dabpumps.us
Tel. 1-843-797-5002 
Fax 1-843-797-3366

DAB PUMPS CHINA 
No.40 Kaituo Road, Qingdao Economic & Technological  
Development Zone
Qingdao City, Shandong Province - China
PC: 266500
info.china@dwtgroup.com
Tel. +8653286812030-6270
Fax +8653286812210

DAB PRODUCTION HUNGARY KFT. 
H-8800
Nagykanizsa, Buda Ernó u.5
Hungary
Tel. +36 93501700

OOO DAB PUMPS
Novgorodskaya str. 1, block G
office 308, 127247, Moscow - Russia
info.russia@dwtgroup.com 
Tel. +7 495 122 0035
Fax +7 495 122 0036

DAB PUMPS DE MÉXICO, S.A. DE C.V.
Av Gral Álvaro Obregón 270, oficina 355 
Hipódromo, Cuauhtémoc 06100
México, D.F.
Tel. +52 55 6719 0493

DAB PUMPS INC.
3226 Benchmark Drive

Ladson, SC 29456 - USA
www.dabpumps.us
info.usa@dwtgroup.com
Tel. 1-843-797-5002 
Fax 1-843-797-3366


